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2019 NEW PRODUCT CATALOG

Fat beam laser bar
SPL-R-507/RGB-508/508A

HE
T G SPL-R-507 SPL-RGB-508 SPL-RGB-508A
poweigé’(?pmy AC 100-240V 50/60Hz
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Power consumption 90w 120w 150W

BRI
Total Laser power 3W Red Laser 1.8W RGB Laser 6W RGB Laser

6pcs 300mW

i 6pcs 1W intergrated RGB
intergrated RGB

BCRRTNER/IRIK

Laser power/ Spcs S00mW | (100mW 638nm red (fo(;“vxf:fgm red
Wavelength nm re +50mW 515nm green |*>*M nm green
+150mW 450nm blue) |+400mW 445nm blue)
ReEY
Laser safety Class 3B
Pan N
XA - 240
Tilt 90°
YiIERE
Corﬁrﬁjl*rgnigde Auto/Sound/DMX512/Master-Slave
DMX]%EnneI 9/19-1/19-2CH 9/19-1/19-2/32CH | 9/19-1/19-2/32CH
%ﬁi LED display with 4 buttons
e semi-conduct laser diode with long lifespan and stable performance,

3pin DMX input/output ,Power Con input/output ,

Other features ! ) N
laser beam size: 3.5cm at 3m distance, single laser control
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IP rating 1P20
% E
N.W.(KG) 12.9KG 14.2KG 18.2KG
EE
GW.(KG) 15.1KG 16.4KG 20KG
F":‘l‘.ﬁ—\j‘ : 1000%*129*230mm | 1000*146.6*223mm | 1000*146.6*223mm
Product dimension
124*46*33cm 122*22*31cm 122*22*31cm
C?hﬁﬁj (2pcs/carton, (1pcs/carton, (1pcs/carton,
arton size G.W:34.2KG) G.W:16.4KG) G.W:20KG)

200W LED BSW moving head
SPL-LED-200

Specification:

Input voltage : AC100-240V 50/60Hz
Power consumption : 300W
Fuse : 2A/250V

Fixture |

IP rating : IP20

Cooling method: fan cooling
Max ambient temp : 45°C
Case color : black

LED

Beam effect:1PC 200W white LED
Color temperature:8000K
Average lifespan: 50,000 hours

DMX channel : 16/18CH

DMX connector : 3Pin XLR input
Power connector: PowerCon input
Control mode : DMX/Master-Slave/Auto/Sound

Pan : 540°

TILT : 270°

Display: LCD display

1pcrotating gobo wheel: 7 rotating gobos plus open
1pc static color wheel: 9 colors plus open

1pc 8-facet prism

With motorized focus, zoom, frost

Color effect

Color : 9 colors plus open

Beam angle: 8.5°-20°

Dimming : 0-100%

Strobe : 1-25Hz

Lux @ 3m:30000(8.5°);5700(20°)
Lux @ 5m:12000(8.5°); 2300(20°)

Youtube video
Product dimension: 240*320*530 mm

N.W.:13.3KG

Ip65 150W RGBW LED Par (Zoom)

SPL-LED-632Z

Specification:

[Power

Input voltage: AC100-240V 50/60Hz
Power consumption: 205W

Fuse: 2A/250V

IP rating: IP65

Cooling method: fan cooling
Max ambient temp: 45°C
Case color: black

LED

LED type: 150W COB RGBW 4inl LED
LED QTY: 1pc
Average lifespan: 50,000 hours

DMX channel: 7/11 CH

DMX connector: 3-Pin XLR input/output
Power connector: PowerCon input/output

Control mode:DMX/Master-Slave/Sound/Auto

Display: LED display with 4 push buttons

Flicker free operation
Electronic zoom from 25°-38°

Color effect

Color: RGBW color mixing
Electronic Dimming: 0 - 100%
Strobe: 1-25Hz

Beam angle: 25°-38°
Lux @3m: 2700 with full on at 25°

Product dimension: 270*240*400mm
N.W.: 8.18 KG

Youtube video

120W COB RGBW LED Par 64(Zoom)
SPL-LED-630

Specification:

Input voltage: AC100-240V 50/60Hz
Power consumption: 125W
Fuse: 2A/250V

IP rating: IP20

Cooling method: fan cooling
Max ambient temp: 45°C
Case color: black

LED type: 120W COB RGBW 4in1 LED
LED QTY: 1pc
Average lifespan: 50,000 hours

DMX channel: 2/3/4/5/6/10 CH

DMX connector: 3-Pin XLR input/output
Power connector: PowerCon input/output
Control mode: DMX/Master-Slave/Sound/Auto
Display: LED display with 4 push buttons
Flicker free operation

4 dimmer curves

Stepless manual zoom from 9.5° - 43°
Includes gel frame for diffusion filters

Color effect

Color: RGBW color mixing

Electronic Dimming: 0 - 100%
Strobe: 1-25Hz

Beam angle: 9.5°-43"

Lux @ 2m: 14000 with full on at 9.5°
Dimension‘,

Product dimension: 491*275*224mm
N.W.: 3.24 KG

Youtube video

100W COB 2inl LED Par 64(Zoom)
SPL-LED-631

o

Power consumption: 125W
Fuse: 2A/250V
Case color: black 2700

LED

LED type: 100W COB 2in1 white LED,

2700K-5000K, CRI90

LED QTY: 1pc

Color temperature: 2700K-5000K

Average lifespan: 50,000 hours
Control

Control mode: DMX/Master-Slave/Auto

Display: LED display with 4 push buttons

Flicker free operation
Color effect
Color: white
Dimming: 0 -100%

IP rating: IP20

DMX channel:1/2/3/4/8 CH
4 dimmer curves

Strobe: 1-25Hz

5000K
Specification: .
Power »
Input voltage: AC100-240V 50/60Hz

2700K+5000K
Cooling method: fan cooling l
Max ambient temp: 45°C
DMX connector: 3-Pin XLR input/output
Power connector: PowerCon input/output
Manual zoom: 11°- 35°.
Includes gel frame for diffusion filters
Manual zoom: 11°-35°.
Lux @ 2m: 31000 with full on at 11°

Dimension

Product dimension: 491*275*224mm
N.W.: 3.24 KG

Youtube video

12*12W RGBWA-UV Pixel bar
SPL-LED-902

Specification:

Power

Input voltage: AC100-240V 50/60Hz
Power consumption: 130W

Fuse: 2A/250V

IP rating: IP20

Cooling method: fan cooling

Max ambient temp: 45°C

Case color: black

LED type: 12W RGBWA-UV TianXin LED
LED QTY: 12pcs

Color temperature: 8000K

Average lifespan: 50,000 hours

[ Control

DMX channel: 6/11/72/77 CH

DMX connector: 3-Pin XLR input/output
Power connector: PowerCon input/output
Control mode: DMX/Master-Slave/Auto/Sound
Display: LED display with 4 push buttons
Professional aluminium housing

Easy ceiling installation

Flicker free operation

Advance lens optics without light shadow
Pixel control and selectable auto programs
Color: color mixing

Dimming: 0-100%

Strobe: 1-25Hz

Beam angle: 25x45°

Lux @ 3m: 1230 with full on

[Dimension

Product dimension: 900*140*224mm
N.W.: 9.3 KG
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Youtube video

MEGA strobe light
SPL-LED-074

Specification:

Input voltage: AC100-240V 50/60Hz
Power consumption: 1210W
Fuse: 25A/250V

IP rating: IP20

Cooling method: fan cooling
Max ambient temp: 45°C
Case color: black

LED

LED: 297pcs 3W RGB Tri LED
Beam angle: 120°
Average lifespan: 50,000 hours

DMX channel: 1/2/3/4/6/7CH
DMX connector: 3Pin XLR input/output

Power connector: input power cable without plug

Control mode: DMX

LED display

Strobe, dimming, color change effect
High strobe light output similar to
traditional 3000W strobe light

Color: RGB color mixing
Dimming: 0-100%
Strobe: 1-25Hz

Product dimension: 483*248*145mm
N.W.: 8KG

Youtube video

Super strobe light
SPL-LED-073

Specification:

Input voltage : AC100-240V 50/60Hz
Power consumption : 270W
Fuse : 5A/250V

[ Fixture

IP rating : IP20

Cooling method: fan cooling
Max ambient temp : 45°C
Case color : black

LED: 108pcs 1W white LED 6500K, 576pcs 0.2W RGB Tri LED
Beam angle: 120°
Average lifespan: 50,000 hours

DMX channel : 10/39/45CH

DMX connector : 3Pin XLR input/output

Power connector: IEC input and output

Control mode : DMX/Master-Slave/Auto/Sound

LED displa

2x6 segments for RGB Tri LEDs

3 segments for white LED

Separate segment control

Strobe, dimming, chasing, color change effect

Color : RGB color mixing, white
Dimming : 0-100%
Strobe : 1-25Hz

Dimension

Product dimension:411*207*211.5mm
N.W. : 5.64 KG

Youtube video

8*3W 3inlrainbow light
SPL-LED-070B

Specification:

Power A

Input voltage : AC100-240V 50/60Hz
Power consumption : 35W

Fuse : 1A/250V

IP rating : IP20

Cooling method: air cooling
Max ambient temp : 45°C
Case color : black

LED: 8pcs 3W RGB 3inl LED
Beam angle: 10x120°
Average lifespan: 50,000 hours

DMX channel : 3/8CH
DMX connector : 3Pin XLR input/output

Power connector: IEC input/output

Control mode : DMX/Master-Slave/Auto/Sound
Single color control, with color mixing effect

LED displa

Seamless connection
Perfect rainbow effect as truss light and outline light

E |E
Color : R,G,B color mixing

Dimming : 0-100%

Strobe : 1-25Hz

[ Dimension
Product dimension :319.5*71*126mm
N.W. : 1KG

Youtube video

4inl effect light
SPL-LED-628

Specification:

Input voltage:AC100-240V 50/60Hz
Power consumption: 29W
Fuse:1A/250V

IP rating: IP20

Cooling method: fan cooling
Max ambient temp : 45°C
Case color : black

Matrix pattern: 64pcs @5mm LED(R4/G12/B20/W28)
Laser: 1pc 100mW 650nm Red +30mW 532nm Green

Strobe: 3pcs 3W white LED
Wash: 3pcs 3W RGB Tri LED

Average LED lifespan: 50,000 hours LED

DMX channel : 10/16CH

DMX connector : 3Pin XLR input/output

Power connector: IEC input

control mode : DMX/Master-Slave/Auto/Sound

IR remote control for easy use

15 built-in matrix patterns
Thousands of RG grating laser dots
White strobe and RGB wash effect
3B laser safety class

LED display

Color effect

Color : RGB color mixing, W
Dimming : 0-100%

Strobe : 0-23Hz

Beam angle: 22°

Product dimension:196*235*210mm

N.W. : 1.6KG

Youtube video

Specification:

Fixture

[ Dimension

6-head moving beam light
SPL-LED-629

Input voltage: AC100-240V 50/60Hz
Power consumption: 102W
Fuse: 2A/250V

IP rating: IP20

Cooling method: fan cooling
Max ambient temp: 45°C
Case color: black

LED type: 6pcs 10W RGBW 4in1 LED
LED QTY: 6pcs
Average lifespan: 50,000 hours

Control l

DMX channel:17/38 CH

DMX connector: 3-Pin XLR input/output
Power connector: IEC input

Control mode: DMX/Master-Slave/Sound/Auto
Display: LED display with 4 push buttons

Tilt: 120°

Pan: endless pan rotation

Flicker free operation

Separate LED control

Separate Tilt control for each LED head

Color effect

Color: RGBW, no color mixing

Dimming: 0 - 100%

Strobe: 1-25Hz

Beam angle: 5.7°

Single LED Lux@3m with full on: R 1300,
G 1900,B 400, W 2700
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Product dimension:@270*180mm .
Youtube video

N.W.: 3.79KG

NOTE

Website link

Youtube video Youku video

Guangzhou Spark Stage Equipment Co.,Ltd.

Add :ZibianNo.88.Xinshi Road,Junhe Street, Baiyun District, Guangzhou,510440,China
Tel : +86-20-62838356 Fax : +86-20-62838237
E-mail : info@sparklaser.com Web: www.sparkstagelight.com



